
ÇALIÞMA ÞARTLARI / OPERATING CONDITIONS

Çal�ßma S�cakl�¤� / Operating Temperature (°C)

Çal�ßma Bas�nc� / Operating Pressure (bar)

Ba¤lant� tipi / Connection

150

6 /16

Kare flanßl� / Square blind flanged

Uygulamalar / Typical Applications
Tüm bas�nçl� ve bas�nçs�z kaplar
Tatl� su tanklar�
Pis su tanklar�
Yak�t tanklar�
Buhar jeneratörleri
Hidroforlar
Su ar�tma sistemleri
Küçük buhar kazanlar�
S�cak su kazanlar�
Asit tanklar�
Water storage tanks
Wastewater tanks
Fuel tanks
Small boilers
Condensate tanks
Chemical storage vessels

Montaj / Installation
C 4 Þalterler direkt kazana monte edilebildi¤i gibi
kolay sökülüp tak�labilmesi aç�s�ndan kuyruklu flanß
ile de monte edilebilirler.
C 4 Float Switch may be connected to the tank or
vessel by using a welding neck flange.

The rising or falling liquid level moves the float up or
down. A micro switch is activated by means of 2
magnets when it passes through the contact points,
the operation depends on the connection type.

- Magnetic operation
- A wide range of control
- Long service life
- Complete stainless steel westside.

C 4

SEV�YE ÞALTER�
FLOAT SWITCH

Özellikler / Main Features
S�v� seviyesinin hareketleri ßamand�ra ile mekanik
harekete dönüßtürülerek, çift kutuplu iki m�knat�sa
iletilerek mikro anahtar arac�l�¤� ile aç�k/kapal� elektrik
konta¤� sa¤lar. Bu kontaklar vas�tas�yla pompa, selenoid
vana, motorlu vana, alarm düzenleri vb. cihazlara
komut verilerek sistemin kesintisiz, verimli ve emniyetli
çal�ßmas� sa¤lan�r.

- Manyetik çal�ßma özelli¤i
- Geniß ayar imkan�
- Salamastras�z konstrüksiyon
- Uzun ömür
- Komple paslanmaz çelik aksam

  Not: / Remark:
- BV onayl� tipimiz komple teflon kapl�d�r.
- PN 6 tipimiz komple paslanmaz çeliktir.
- PN 16 tipimizde flanß malzemesi karbon çeliktir.
- BV approved type is complete teflon coated.
- PN 6 type is complete stainless steel.
- PN 16 type has carbon steel flanges.



C 4

YEDEK PARÇALAR / SPARE PARTS

Paslanmaz Çelik / Stainless Steel AISI 316

Alüminyum Enjeksiyon / Aluminium Injection

Þamand�ra / Float

Flanß / Flange

Kapak / Cover

16 A (normalde aç�k veya kapal�) / 16 A (normally open or closed)Mikroanahtar / Microswitches

Paslanmaz Çelik / Stainless Steel AISI 316

Belirtilen ölçüler mm.dir / Dimensions in mm.

UYGULAMA ÖRNEKLER� / APPLICATION EXAMPLES

Elektrik girißi
Power supply

Motor ßalteri
Switch of motor

Elektrik
Motorlu pompa
Electrical
motorized pump

Elektrik girißi
Power supply

Motor ßalteri
Switch of motor

Elektrik
motorlu pompa
Electrical
motorized pump

Tank veya kazan
Tank or storage
vessel

Tank veya kazan
Tank or storage
vessel

Besleme borusu
Feed pipe

Seviye ßalteri
Float switch

Besleme borusu
Feed pipe

Seviye ßalteri
Float switch

180 mm�nin üzerindeki seviye farklar�nda /
Controling a range over 180 mm.

20 - 180 mm aras�ndaki seviye farklar�nda /
Controling a range between 20 - 180 mm.

M�KROANAHTAR BAÚLANTI ÞEMASI / FEATURES OF MICROSWITCH

15 A � 125 - 480 VAC
0.5 A ����125 VDC
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