
ÇALIÞMA ÞARTLARI / OPERATING CONDITIONS

Max.Bas�nç / Max. Allowable Pressure PMA (bar)

Max.S�cakl�k / Max. Allowable Temperature TMA (°C)

Max.Çal�ßma Bas�nc� / Max. Operating Pressure PMO (bar)

Max.Fark Bas�nc� / Max.Differential Pressure PMD (bar)

Max.Çal�ßma S�cakl�¤� / Max. Operating Temperature TMO (°C)
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AÚIRLIKLAR / WEIGHTS

Ba¤lant� ßekli
Connections

Çaplar / Sizes mm

A¤�rl�klar / Weights kgs

Kaynak B.
Butt weld

3.3 - 3.8 - 4.3

Flanßl�
Flanged

15 -  20 - 25

1.6 - 1.5 - 1.4

Dißli
Screwed

1/2 -  3/4 - 1

1.7 - 1.7 - 1.7

1/2 -  3/4 - 1

ÇAPLAR / SIZES

15 - 25 1/2" - 1"

mm inches

BAÚLANTI ÞEKL� / CONNECTIONS

Dißli / Screwed
NPT acc. to ANSI B1 20.1
BSP acc. to BS 21

Soketli / Socket weld ANSI B 16.11

Flanßl� / Flanged DIN 2635 (PN 40)

TKK 2N
TERMOSTAT�K KONDENSTOP

THERMOSTATIC STEAM TRAP

Özellikler / Main Features

Korozyon dayan�m� yüksek termostatik eleman ile buhar
doyma e¤risi sabit bir farkla takip edilerek buhar
hatt�ndan kondens ve yo¤ußmayan gazlar�n tahliyesi
sa¤lan�r. Koç darbesinden etkilenmeyen termostatik
kondenstoplar�n korozyona dayan�m� da oldukça
yüksektir. TKK 2N tipinde süzgeç kapa¤�n alt�ndad�r.
Temizleme ißlemi için gövde üzerindeki kapa¤�n aç�lmas�
yeterlidir. Di¤er bir deyißle TKK 2N, düz tip süzgeçli
AYVAZ termostatik kondenstoptur. Gövde ve kapa¤�
dövme çelik, di¤er iç aksam süzgeç dahil olmak üzere
paslanmaz çeliktir.
Tüm AYVAZ termostatik kondenstoplar�nda oldu¤u
gibi TKK 2N de 3 farkl� kapsülden birini uygulama
ßartlar�na ba¤l� kalmak kayd�yla içerir. Standart
üretimlerde  "S" tipi kapsül kullan�lmaktad�r. Tahliye
ißlemini sürekli bir ßekilde gerçekleßtiren kondenstopun
tüm parçalar� yedek olarak temin edilebilir.

AYVAZ TKK 2N thermostatic steam traps as well the
others are designed, manufactured and tested in
accordance with the DIN standards and the relevant
GERMAN regulations for steam boilers (TRD) and
pressure vessels (AD). Thermostatic steam trap with
membrane capsule regulator resists against corrosion
and uneffected by waterhammer. Only difference of
TKK 2N type thermostatic steam traps is the flat type
strainer. These thermostatic steam traps can work in
any installation position and includes standard type
"S" membrane capsule.

Uygulamalar / Typical Applications
Takip Hatlar� / Tracing Lines
Kurutma üniteleri / Drying Units
Presleme Üniteleri / Pressing Units
Buhar Ceketli Borular / Steam Jacket Pipelines
Ütüler / Iron Machines

Montaj / Installation
Her pozisyonda çal�ßabilen termostatik kondenstoplar
boru hatt�na her pozisyonda ba¤lanabilirler.
The steam trap can be fitted on the line in every
position and works properly.



Tahliye Miktarlar� / Discharge Capacities
( 1/2" -  1" )

Bas�nç Fark� / Differential Pressure

Ta
h

liy
e 

Ka
p

as
ite

si
 /

 D
is

ch
ar

g
e 

C
ap

ac
ity

∆P = Giriß Bas�nc� / Inlet Pressure - Ç�k�ß Bas�nc� / Outlet Pressure
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TKK 2N
K�rm�z� E¤ri / Red Chart
Buhar doyma s�cakl�¤�n�n max. 10ûC alt�ndaki kondens tahliyesi.
Condensate temp. max. 10ûC below steam saturation temp.

Mavi E¤ri / Blue Chart
20ûC'de so¤uk kondens tahliyesi.
Cold condensate at a temperature of 20ûC.
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YEDEK PARÇALAR / SPARE PARTS

Gövde / Body

Kapak / Cover

Filtre / Strainer

Termostatik Kapsül / Thermostatic Capsüle

Sit / Seat

Kapak Vidalar� / Cover Bolts

Çekvalf / Non - Return Valve

Dövme Çelik / Forged Steel ASTM A1 05

Dövme Çelik / Forged Steel ASTM A1 05

Paslanmaz Çelik / Stainless Steel

Hastelloy & Paslanmaz Çelik / Hastelloy & Stainless Steel

Paslanmaz Çelik / Stainless Steel AISI 304

DIN 40 CrMoV4 7 / ASTM A193 B16

MS 56

Çap / Size
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BOYUTLAR / DIMENSIONS
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