
 
 

26-100 and 26-300 Compression Gauge Cocks  

 

 
 
Overview 
 
For draining expansion tanks, other liquid storage vessels. 
 
26-100 Features 

x 26-100: Rated up to 125 psig  
x Specify finish by using the following two-digit key number following product number: 

    (-01) Satin Brass, (-28) Polished Brass  

Dimensions 

Part No. Size 
WT/100 
lbs./kg Wheel Type 

26-101 3/8 
10  

25.000  
11.340  Aluminum  

26-102 3/8 
10  

30.000  
13.608  Composition  

26-104 1/2 
15  

28.300  
12.837  Aluminum  

26-105 1/2 
15  

30.000  
13.608  Composition  
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26-300 Features 

x 26-300: soft metal seat/stuffing box rated up to 250 psig  
x 26-310: stainless steel ball seat/stuffing box rated up to 250 psig  
x Specify finish by using the following two-digit key number following product number: 

    (-01) Satin Brass, (-28) Polished Brass  

  

Part No. Size 
WT/100 
lbs./kg Wheel Type 

26-301 3/8 
10  

39.000  
17.690  Aluminum  

26-302 3/8 
10  

40.000  
18.144  Composition  

26-304 1/2 
15  

40.000  
18.144  Aluminum  

26-305 1/2 
15  

44.000  
19.958  Composition  

26-307 3/4 
20  

49.000  
22.226  Aluminum  

26-308 3/4 
20  

51.700  
23.451  Composition  

26-311 3/8 
10  

39.000  
17.690  Aluminum  

26-312 3/8 
10  

42.000  
19.051  Composition  

26-314 1/2 
15  

40.000  
18.144  Aluminum  

26-315 1/2 
15  

44.000  
19.958  Composition  

26-317 3/4 
20  

50.000  
22.680  Aluminum  

26-318 3/4 
20  

50.000  
22.680  Composition  
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